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材    质:环保软质PVC.防止油性及其他物质侵蚀,耐温至85℃.
构    造:EC型标志内部呈凹型,具有弹性,内径能随电线大小而

             伸缩.
特    点:适於特殊记号接合之用,且每个号码不同,底色更能明

             显托出电线编号.一种规格的EC型配线标志即可适合

             多种电线的使用.
颜    色:黄色黑字、白色黑字

更多选择:可根据要求打双数或更多号码

EC型内径随着电线大小而弹性伸缩的情形

订购型号例:EC-0(0)/0.5 指0.5平方电线用数字“0”号标识
 EC-3(1)/6 指6平方电线用数字“1”号标识
白底黑字例:EC-0(0)/0.5W  带W指:白底黑字型

单位/Unit:mm

型号

Item No.

适用电线电线称呼

Suitable Wire
长度

Length

mm

号码种类

Std.Markings

包装

Packing
mm2

AWG

EC-0/0.5
EC-0/0.75
EC-0/1.0
EC-0/1.5

EC-1

EC-2

EC-3/6

EC-4

EC-5

EC-6

26

18

16

0.5平方Square

0.75平方Square

1.0平方Square

1.5平方Square

18-12

22-18

1.0-2.2
2.0-3.2
2.0-3.2
2.0-3.2

3.0-4.2

3.6-7.4

5-9

6-10

7-11

6-12

5-9

4-9

12-8

10

8-6

8-6

6-4

2.5平方Square

4平方Square

6平方Square

12平方Square

16平方Square

25平方Square

4.0

4.0

5.0

5.5

EC-3/8 8-48平方Square 5.5

EC-3/10 610平方Square 5.5

每卷

Pcs/Roll

1000pcs

每卷
Pcs/Roll
500pcs

350pcs/卷Roll

250pcs/卷Roll

180pcs/卷Roll

100pcs/包Bag

80pcs/包Bag

50pcs/包Bag

RCCN 日成EC型配线标志  EC Wire Cable Marker
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材    质:环保软质PVC,防止油性及其他物质侵蚀,耐温至85℃.

构    造:EC型标志内部呈凹型,具有弹性,内径能随电线大小而

             伸缩.

特点１:适於特殊记号接合之用,且每个号码不同底色,更能明

          显托出电线编号.

特点２:一种规格的EC型配线标志即可适 合多种电线的使用.

颜   色:10种颜色 

另备EC-0/0.75,EC-0/1.0,EC-0/1.5彩色系列

型号

Item No.

型号/颜色代码
Item no.

Color code

型号

Item No.

型号/颜色代码
Item no.

Color code

型号

Item No.

型号/颜色代码
Item no.

Color code

型号

Item No.

型号/颜色代码
Item no.

Color code

型号

Item No.

型号/颜色代码
Item no.

Color code

EC-0/0.5

EC-0/0.5/0BK

EC-0/0.5/1BN

EC-0/0.5/2RD

EC-0/0.5/3OE

EC-0/0.5/4YW

EC-0/0.5/5GN

EC-0/0.5/6BE

EC-0/0.5/7VT

EC-0/0.5/8GY

EC-0/0.5/9WE

EC-1

EC-1/0BK

EC-1/1BN

EC-1/2RD

EC-1/3OE

EC-1/4YW

EC-1/5GN

EC-1/6BE

EC-1/7VT

EC-1/8GY

EC-1/9WE

EC-2

EC-2/0BK

EC-2/1BN

EC-2/2RD

EC-2/3OE

EC-2/4YW

EC-2/5GN

EC-2/6BE

EC-2/7VT

EC-2/8GY

EC-2/9WE

EC-3

EC-3/0BK

EC-3/1BN

EC-3/2RD

EC-3/3OE

EC-3/4YW

EC-3/5GN

EC-3/6BE

EC-3/7VT

EC-3/8GY

EC-3/9WE

EC-J

EC-J/0BK

EC-J/1BN

EC-J/2RD

EC-J/3OE

EC-J/4YW

EC-J/5GN

EC-J/6BE

EC-J/7VT

EC-J/8GY

EC-J/9WE

RCCN 日成EC型彩色配线标志 Color Coded Wire Cable Marker

电线外径

BK BN RD OE YW GN BE VT GY WE

0 1 2 3 4 5 6 7 8 9

订购型号例:EC-1(2)/RD ,指彩色EC-1,数字2,红色.

EC-0/0.5为EC-0系列标准型号
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Material:Rohs approved PVC.oil resistant  operate temperature 
              to 85℃.
Structural:with elasticity,can be self  adjusted to the cables
Features:suitable for connecting special codes,and difference 
               of each  code
Color:yellow body with black letters white body with black 
         letters
More choice:can be printed more 
numbers or longer as requested Order item no. like:EC-0(0)/0.5 means 0.5sq cable,printed“0”     

EC-3(1)/6  means 6sq cable,printed“1”
White body black words:EC-0(0)/0.5W  with W means:White body black wordsEC-0/0.5 is standard part no. of EC-0

0,1,2,3.....9

A,B,C,D.....Z

+,-,Blank,

Earthing

Material:Rohs approved PVC.oil resistant 
operate   temperature to 85℃.
Structural:1,with elasticity,can be self 
adjusted to the  cables
2,one size EC cable marker, can be used 
for different  cables
Colors:10 different colors 

Order part no., like:EC-1(2)/RD ,means EC-1,number 2,red.

EC-0/0.75,EC-0/1.0,EC-0/1.5 are also available

推荐 REACH
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